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Remove the cooking grids  and flame tamers from the main bowl and the cooking grid from the sear bowl to 

expose all burners. expose all burners. 



Remove the 2 screws attaching the side burner shelf to the outside of the main bowl.  Remove the 3 screws 

from the inside of the bowl that attach to the side shelf.  from the inside of the bowl that attach to the side shelf.  



Once the inside screws are removed, carefully lower the side shelf onto a support as the side burner flex line will 

still be connected. Locate the 2 screws on the side of the main control panel and remove. still be connected. Locate the 2 screws on the side of the main control panel and remove. 



Remove the 3 screws on the inside of the bowl assembly attaching it to the left side shelf.  Remove the additional screws 

on the underside of the left side shelf attaching to the outside of the main bowl assembly, then remove the 2 screws on on the underside of the left side shelf attaching to the outside of the main bowl assembly, then remove the 2 screws on 

the side of the control panel. 



Locate and remove each main burner igniter screw. Then locate and remove the 4 screws on the inside of the bowl 

assembly facing outward towards the control panel. Carefully pull the control panel forward allowing it to rest on the assembly facing outward towards the control panel. Carefully pull the control panel forward allowing it to rest on the 

open doors of the propane tank compartment. 



All wires should now be exposed. The plastic zip ties can be removed carefully with needle-nose pliers. 

Locate the module. Carefully pull out all of the igniter wires and the junction wire. Locate the module. Carefully pull out all of the igniter wires and the junction wire. 



Pull the igniter wires forward through the main bowl to completely remove them.  Locate the junction wire 

attached to the top of each valve and remove. attached to the top of each valve and remove. 



Locate and remove 2 screws attaching the rotisserie gas collector.  Locate and remove the screw attaching the Locate and remove 2 screws attaching the rotisserie gas collector.  Locate and remove the screw attaching the 

rotisserie igniter wire. 



Replace the junction wire into the ports on the top of each valve. Slide each igniter wires back into place bringing 

them along the inside of the control panel and plugging them into the ports on the module. The longest wires are them along the inside of the control panel and plugging them into the ports on the module. The longest wires are 

for the left side burners and the shortest wires are for the right side burners. The ports are not specific. 



Slide the control panel back into place making sure the valve stems insert into the burner openings on the control 

panel. Replace the control panel screws, main igniter wire screws, rotisserie gas collector screw, and rotisserie panel. Replace the control panel screws, main igniter wire screws, rotisserie gas collector screw, and rotisserie 

igniter wire screw.



Replace the screws from inside the main bowl assembly that secures the control panel. Replace the screws 

under the left side shelf that attaches to the main bowl assembly. Replace the 3 screws on the inside of the under the left side shelf that attaches to the main bowl assembly. Replace the 3 screws on the inside of the 

main bowl that secure the left side shelf. 



Replace the screws from the right side shelf that secure it to the main bowl assembly. Then replace the 3 screws 

on the inside of the main bowl assembly to the right side shelf.  Reinstall the flame tamers and cooking grids. on the inside of the main bowl assembly to the right side shelf.  Reinstall the flame tamers and cooking grids. 

Refer to the Owner’s Manual for lighting instructions to confirm that each burner ignites properly. If not, check to 

confirm that the igniter wire has been installed correctly.


