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Note: The electronic igniter burner module must only be replaced by a qualified 

professional. A qualified professional is an individual, firm, corporation, or company that is 

engaged in installation, testing, repairing, replacing or servicing gas products that is familiar 

with all precautions required, and complied with all requirements of the authority having 

jurisdiction



Left Side Shelf Removal 

Loosen the 2 bottom screws on the underside of the left side shelf and the 3 screws inside the bowl assembly. Then 

lift the shelf up and out to remove it. 



Remove the knob and loosen the 2 screws holding the valve to right side control panel. Detach the side burner flex Remove the knob and loosen the 2 screws holding the valve to right side control panel. Detach the side burner flex 

line from the valve (circled in above photo). Unplug the side burner igniter wire from the side burner electrode as 

shown above. Follow the same instructions on the previous page to remove the right shelf. 



Remove 2 screws from both the left and right side of the control panel. To pull control panel 

forward, you will need to remove 3 screws attaching the control panel to the firebox.forward, you will need to remove 3 screws attaching the control panel to the firebox.



Once the control panel is removed from the bowl assembly, remove the battery cap from 

electronic ignition module. Then remove the hex lock washer. Unplug all igniter wires from the electronic ignition module. Then remove the hex lock washer. Unplug all igniter wires from the 

back of the battery box.



Reinsert the igniter wires into the new battery box. Push the battery threading through hole in the control 

panel. Tighten the hex lock washer onto the battery housing. Then install one AA battery with the positive panel. Tighten the hex lock washer onto the battery housing. Then install one AA battery with the positive 

side facing outward. Reinsert the battery cap into the electronic ignition module. 



Reattach the control panel to the firebox  by realigning the valves inside each main burner with the holes 

in the control panel. Reinstall the 3 screws that attach the control panel to the firebox as shown below. in the control panel. Reinstall the 3 screws that attach the control panel to the firebox as shown below. 



Reattach the 2 screws on both sides of the control panel. Set the bottom of the right side shelf on the already 

loosened bottom screws. Reattach the 3 screws into the firebox that secures the shelf onto the  grill.loosened bottom screws. Reattach the 3 screws into the firebox that secures the shelf onto the  grill.



Reassemble the side burner flex line into the valve. Do not over-tighten. Plug the side burner igniter wire back onto the side burner 

electrode. Set the bottom of the left side shelf on the already loosened bottom screws. Once shelf is attached, tighten the 2 bottom electrode. Set the bottom of the left side shelf on the already loosened bottom screws. Once shelf is attached, tighten the 2 bottom 

screws. Tighten the 3 screws into the firebox that secure the shelf onto the  grill. Open the propane tank valve fully and perform a soapy 

water leak test where the flex line connects to the gas valve, to check the connection for leaks.


